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PROPOSED LEGEND

(1) PORTLAND CEMENT CONCRETE PAVEMENT 9 1/2” (JOINTED)
¢
| | | (2) STABILIZED SUBBASE - HOT-MIX ASPHALT, 4 1/2”
= 100 : 100 & VARIES =
= I . 1S (3) AGGREGATE SUBGRADE IMPROVEMENT 12°
o, | 20’ 11 14’ | 12’ 30 12° | 14’ , 20 | :n:
N [*4
&l I & POROUS GRANULAR EMBANKMENT, SUBGRADE
i PGL [ e
: ) L5y GEOTECHNICAL FABRIC FOR GROUND STABILIZATION
By 2% S | o
- i—w\,.,j . Y i == = 7= (5) COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24
_ Xy 2 ————t
: A TR N2 i (6) COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.18 (MODIFIED)
! ™ 7 6 T s
i =" © TP @ OO ® O“’@ e (T) CONCRETE MEDIAN, TYPE SB-6.18
H {480(3)(2) (15) (1) d4
HOT-MIX ASPHALT SURFACE COURSE. MIX “D”. N50, 2
ILLINOIS ROUTE 38 SEE SUBGRADE REPLACEMENT TABLE FOR LIMITS @ AGGREGATE BASE COURSE, TYPE B, 6
STA. 120+80.19 TO STA. 126-+00.00 TOPSOIL EXCAVATION AND PLACEMENT, 4" WITH SEEDING, OR
TOPSOIL FURNISH AND PLACE, 4 WITH SEEDING, SEE LANDSCAPING PLANS
(i) COARSE SAND PLACEMENT, 2
® TOPSOIL EXCAVATION AND PLACEMENT, 18" WITH SEEDING, OR
TOPSOIL FURNISH AND PLACE, 18" WITH SEEDING, SEE LANDSCAPING PLANS
STA. 128425.25 ® TOPSOIL EXCAVATION AND PLACEMENT, 24" WITH SODDING SALT TOLERANT, OR
¢ TO STA. 129+93.45 TOPSOIL FURNISH AND PLACE, 24" WITH SODDING SALT TOLERANT
.k 100" & VARIES I 100 K\ ls ONGITUDINAL CONSTRUCTION JOINT - NO. 8 TIE BARS, 24' LONG
= ; ) - . . - ) ] - I L AL UCTION JOINT - NO. ARS, 24" LON
uct | 20 | 14 L 12 12 10 0 18° to 30 2 14 | VARIES\ 20 ‘ 3 b
i TARIES T VARIES RSTNDY " - 1 12 @ 24" C-C (EPOXY COATED), INCIDENTAL TO PCC PAVEMENT
£l PGL i PoL l @ LONGITUDINAL CONSTRUCTION JOINT - NO. 6 TIE BARS, 24" LONG
: . VAR, VAR. @ 24 C-C (EPOXY COATED), INCIDENTAL TO PCC PAVEMENT
I - 1.5% [
: A = 1
R w1 T = ! N @ LONGITUDINAL SAWED JOINT - NO. 8 TIE BARS, 30" LONG
(—_—\/344 \:43\‘\/ 17 T @ 30" C-C (EPOXY COATED), INCIDENTAL TO PCC PAVEMENT
NS -
; & Z (5) ' :
AN z BITUMINOUS MATERIALS (PRIME COAT)
| — ® ® 0 ® OWe
! /X IL ROUTE 38 PAVEMENT SHALL BE EXTENDED LIFE CONCRETE
~ PAVEMENT (30 YEAR). SEE SPECIAL PROVISIONS.
ILLINOIS ROUTE 38
STA. 126+00.00 TO STA. 129+93.45
SEE PAVEMENT DETAILS SHEET FOR SUPERELEVATION TRANSITIONS
SUBGRADE REPLACEMENT TABLE (UNDERCUT)
SUBGRADE REMOVAL AND REPLACEMENT WITH PGES SHALL BE
¢/8 STA. 129+93.45 REQUIRED PER THE FOLLOWING TABLE, OR AS DIRECTED BY THE
=1 ; TO STA. 130+25.25 ! ENGINER. GEOTECHNICAL FABRIC FOR GROUND STABILIZATION
Sl VARIES ; VARIES : SHALL BE UTILIZED IN THESE AREAS AS WELL.
ol | VARIES | 14' Y 30° 2 14’ . VARIES/ 20 | !
! 20" to 3 . . 11.10" 70 12 (=
VARIES 15 VARIES 15 = £
2 | ToE 70 24 | 1S STATION LIMITS | OFFSET LimiTs | DFF T BELOW
a1} BGRADE
\ 7/ S 4% & VARIES PGL; 5% I 1.5% FoL
| 4 S i —— g et 102475 TO 105+25 FULL WIDTH 24
—— L RN~ ! 113400 TO 115+00 FULL WIDTH 24
F— ' —_— — e —
i ‘\\\ P - 124400 TO 126+00 FULL WIDTH 12"
: - 129450 TO 132+50 FULL WIDTH 12
, 135450 T0 138+75 FULL WIDTH 12
(10) 145+00 TO 149+90.55 | FULL WIDTH 6"
/2 ENDS AT STA. 133+28%
SEE SUBGRADE REPLACEMENT TABLE FOR LIMITS ILLINOIS ROUTE 38
STA. 129+93.45 TO STA. 133+12.75
STA 133+12.75 TO STA. 135+30.37 (TANGENT SECTION)
SEE PAVEMENT DETAILS SHEET FOR SUPERELEVATION TRANSITIONS
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